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✓ Most stable construction thanks to:
- Strongest aluminium frame construction on the  
   market
- Reinforced superstructure
- Reinforced back frame for fork-lift trucks

✓ Extra-reinforced back frame and upper edges

✓ Premium aluminium quality (Endural®, Herkal,...)

✓ Our own unique TOP design with the most optimal 
combination of lightness and strength

✓ Attention to detail and finishing
✓ Proven highest second-hand value in its class

VOLUME & DIMENSIONS*

volume internal  
length

internal  
height 
(front)

internal  
height 
(back)

internal  
width

m3 mm mm mm mm

* Note: Weights and dimensions are approximate and may change depending on the components without prior notice from the constructor.  
   All weights and dimensions are measured according to European Regulation 1230/2012

** Depending on:
- coupling height
- regional legislation on maximum height (4 m)
- options

Type Moving floor 

Volume 79 - 104 m3

Chassis aluminium / steel

Body aluminium

Use
scrap - recyclable plastic and metal 
containers - household waste - glass 
- pallets - paper

Discover the specialised options at www.stas.be/ecostar or from a dealer in your area.

  79,9 m3 13.500 2.285 2.500 2.475

  86,5 m3 13.500 2.500 2.675 2.475

  89,4 m3 13.500 2.550 2.800 2.475

  91,5 m3 13.500 2.650 2.825 2.475

  91,6 m3** 13.500 2.630 2.850 2.475

  92,7 m3** 13.500 2.625 2.925 2.475

  93,6 m3** 13.500 2.700 2.900 2.475

  94,9 m3** 13.500 2.660 3.020 2.475

(UK)

  98,3 m3 13.500 2.840 3.045 2.475

  98,6 m3 13.500 2.850 3.050 2.475

103,9 m3 13.500 3.000 3.220 2.475


